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Mobil 1™ ESP x2 0W-20
is an advanced fully synthetic engine oil specifically designed to provide outstanding engine 
cleanliness, wear protection, strong durability and advanced fuel economy* to keep your engine 
running like new. Mobil 1™ ESP x2 0W-20 is our latest technology combining durability and 
protection with a low viscosity, low friction engine oil that was designed in cooperation with 
key European Original Equipment Manufacturers (OEMs). Mobil 1™ ESP x2 0W-20 has been 
expertly engineered to help prolong the life and maintain the efficiency of emission systems in new 
emerging diesel and gasoline powered European vehicles that require SAE 0W-20 viscosity grades.

Mobil 1™ C40 GT 0W-40
is an advanced synthetic technology engine oil specifically engineered for high performing Porsche
GT Engines. Mobil 1™ C40 GT 0W-40 has been designed to protect the engine from wear in 
extreme conditions and prevent sludge formation. It is the technology developed within the 
framework of the collaboration established with Porsche AG for over the last 25 years.

Mobil 1™ ESP 0W-30
is an advanced full synthetic engine oil designed to help provide exceptional cleaning power, 
wear protection and overall performance. Mobil 1™ ESP 0W-30 has been expertly engineered to 
help prolong the life and maintain the efficiency of emission systems in both diesel and gasoline 
powered automobiles. Mobil 1™ ESP 0W-30 meets or exceeds the requirements of many leading 
industry and car manufacturers‘ standards required for newer modern diesel and gasoline 
powered passenger car engines.

Mobil 1™ FS 0W-40
advanced full synthetic engine oil is engineered for the latest gasoline and diesel engine 
technology (without Gasoline or Diesel Particulate Filters) delivering excellent all-round 
performance. It provides exceptional cleaning power, wear protection. Thanks to extensive 
cooperative development work with major manufacturers and the application of the latest 
lubrication technology, it is recommended for many types of modern vehicles where it will help 
provide unsurpassed performance even under very demanding driving conditions.

Mobil 1™ ESP LV 0W-30
is an advanced full synthetic engine oil specifically designed to provide outstanding performance.

Mobil 1™ FS x2 5W-50
is engineered to deliver excellent all-round protection for engines operating in tough conditions. 
It is suitable for high performance and motorsport applications requiring high viscosity engine 
oils, and addresses the specific demands of older vehicles even above 100,000 km.

Mobil 1™ ESP x4 0W-40
is an advanced synthetic technology engine oil specifically designed to provide outstanding 
performance for high powered engines, providing outstanding engine cleanliness, wear 
protection, strong durability and advanced fuel economy. Mobil 1™ ESP x4 0W-40 has been 
expertly engineered to help prolong the life in new emerging gasoline powered European 
vehicles. It is the latest technology developed within the framework of the collaboration 
established with Porsche AG for over the past 25 years.

Mobil 1™ 10W-60
advanced Full Synthetic Motor Oil is formulated for the specific demands of older vehicles even 
above 150,000 km. Mobil 1™ 10W-60 is also suitable for high performance and motorsport 
applications requiring high viscosity motor oils.

Mobil 1™ ESP 5W-30
advanced synthetic technology engine oil is a distinguished member of Mobil 1™, 
the world’s leading synthetic engine oil brand, delivering ultimate performance and 
protection. Mobil 1™ ESP 5W-30 is engineered to deliver excellent all-round protection 
for Euro 6 and prior gasoline and diesel-powered automobiles. It meets or exceeds the 
requirements of many leading car manufacturers.

Mobil 1™ 0W-20
is an advanced full synthetic engine oil designed to help deliver outstanding engine protection and 
enhanced fuel economy. It meets or exceeds the requirements of various vehicle manufacturers 
and industry standards and is specially designed for American and Asian design gasoline engines 
found in modern hybrid vehicles. It helps to keep your engine running like new by providing 
exceptional wear protection, cleaning power and overall performance and outperforms our 
conventional oils.

Mobil 1™ ESP Formula P 5W-30
is an advanced performance synthetic technology engine oil designed to help provide exceptional
cleaning power, wear protection and overall performance in both Diesel and gasoline powered 
automobiles operating in temperate or hot climates. Mobil 1™ ESP Formula P 5W-30 has been 
expertly engineered to help prolong the life and maintain the efficiency of emission systems.

Mobil 1™ x1 5W-30
is an advanced synthetic technology engine oil designed to meet the latest and toughest 
standards of ILSAC and API. It is recommended for many vehicles from American and Asian 
manufacturers, including selected high-performance vehicles. It helps keep your engine running 
like new by providing exceptional wear protection, cleaning power, and overall performance, 
outperforming our conventional oils.
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Approvals: MB 229.71, Porsche C20, VW 508 00/509 00, GM dexos™D
Meets or exceeds the following requirements: API SQ (Meets the engine 
test requirements), ACEA C5, ACEA C6 Approvals: Porsche C40 GT* compared vs Mobil 1™ ESP 5W-30.

Approvals: MB 229.31/229.51/229.52, Porsche C30, VW 504 00/507 00
Meets or exceeds the following requirements: API SQ (Meets the engine test requirements), ACEA C3
Recommended for use in the following applications: ACEA C2

Approvals: MB 229.3/229.5, Porsche A40, VW 502 00/505 00, BMW LL-01, Nissan Genuine Performances
Meets or exceeds the following requirements: API SQ, ACEA A3/B4, Ford WSS-M2C937-A 
Recommended for use in the following applications: API CF, VW 503 01, Fiat 9.55535-M2 

Approvals: MB 229.61, Volvo 95200377
Meets or exceeds the following requirements: API SN (Meets the engine test 
requirements), ACEA A5/B5, ACEA C2

Approvals: MB 229.3, Porsche A40
Meets or exceeds the following requirements: API SQ, ACEA A3/B4, LEXUS LFA Service Fill
Recommended for use in the following applications: API CF

Approvals: MB 229.51/229.52, Porsche A40/C40, VW 511 00
Meets or exceeds the following requirements: API SQ, ACEA C3
Recommended for use in the following applications: API CF, Fiat 9.55535-S2

Meets or exceeds the following requirements: API SN, ACEA A3/B4
Recommended for use in the following applications: API CF, MB 229.1

Approvals: BMW LL-04, MB 229.51/229.52, Porsche C30, VW 504 00/507 00
Meets or exceeds the following requirements: API SQ
Recommended for use in the following applications: ACEA C2, OV 040 1547 - G30/
D30, Fiat 9.55535-S3

Approvals: GM dexos™1 Gen3
Meets or exceeds the following requirements: API SQ, ACEA C5, ILSAC GF-6A, Ford WSS-M2C962-A1, Chrysler MS-
6395
Recommended for use in the following applications: Fiat 9.55535-CR1, Ford WSS-M2C947-A/B1

Approvals: MB 229.31/229.51/229.52, GM dexos™2, Stellantis FPW9.55535/03, FPW9.55535/05 
Meets or exceeds the following requirements: API SN, ACEA C2, ACEA C3
Recommended for use in the following applications: API CF, Opel OV 040 1547 – D30/G30

Approvals: GM dexos™1 Gen3, VW VWC 53034
Meets or exceeds the following requirements: API SQ/SQ Resource Conserving, ILSAC GF-7A,
ACEA A5/B5, ACEA C2, Ford WSS-M2C 961-A1, Chrysler MS-6395/MS-13340 
Recommended for use in the following applications: GM 6094M/4718M, Ford WSS-M2C946-A,
Ford WSS-M2C929-A, Fiat 9.55535-CR1 
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Mobil Super™ 3000 0W-16
is an ultra-low viscosity, fully synthetic engine oil developed to help improve engine efficiency and
provide outstanding wear protection in highly efficient, internal combustion and hybrid vehicles.  
It addresses emerging engine technology where vehicle manufacturers strive to optimise fuel 
economy. It is the oil of choice for select gasoline and hybrid engines from Honda, Lexus and 
Toyota which are designed to operate at their optimum with 0W-16 oils.

Mobil Super™ 3000 0W-20
is classified by the American Petroleum Institute (API) as a „Resource Conserving“ engine lubricant 
and meets or exceeds ILSAC GF-6A and API SP. Those claims are backward compatible with earlier 
performance levels such as API SJ, SL, SM and SN and previous ILSAC categories.

Mobil Super™ 3000 Formula 5W-30
is an ACEA C1 low ash high performance motor oil designed to help prolong the life and maintain 
the efficiency of the Exhaust Car Emission Reduction Systems in both diesel and gasoline powered 
automobiles.

Mobil Super™ 3000 Formula D1 5W-30
is a fully synthetic high-performance engine oil designed for gasoline engines of American, Japanese and 
Korean car builders. The oil is designed to help provide long engine life and enhanced turbocharger and 
engine protection in vehicles of all ages, outperforming our conventional-synthetic blended products. It 
provides excellent protection against sludge, engine rust and corrosion under severe and low-temperature 
operating conditions, and provides optimum viscosity and fluidity across a broad temperature range. It 
addresses the challenges specific to downsized turbocharged direct injection gasoline engines in regards 
to engine and emission after-treatment system protection. The oil meets the latest API and ILSAC industry 
standards required by Japanese and Korean auto builders, as well as the latest standards from General 
Motors and Ford for their current and older gasoline engines.

Mobil Super™ 3000 Formula F 0W-30
is a full synthetic motor oil developed to meet the Ford requirement „WSS-M2C950-A“. It is 
designed to help provide long engine life and outstanding protection for diesel engines in a wide 
range of recently produced passenger vehicle and Light Commercial Vehicle models of Ford.

Mobil Super™ 3000 Formula F 5W-20
is developed to meet the Ford requirement “Ford WSS-M2C948-B“. It is a specific requirement 
for the EcoBoost 1.0L, 3 cylinders engines, the oil meeting Ford WSS-M2C948-B can be used 
for most gasoline Ford engines as mentioned in the applications.
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Meets or exceeds the following requirements: API SQ/SQ Resource
Conserving, ILSAC GF-7B 

Meets or exceeds the following requirements: API SQ/SQ Resource Conserving, Ford WSS-
M2C947-A/947-B1/962-A1/972-A1, ILSAC GF-7A

Approvals: Jaguar Land Rover STJLR 03.5005
Meets or exceeds the following requirements: ACEA C1, Ford WSS-M2C934-B

Approvals: GM dexos™1 Gen 3, VW VWC 53034
Meets or exceeds the following requirements: API SP/SP Resource Conserving, ILSAC GF-6A, Ford WSS-
M2C946-A/B1, Ford WSS-M2C961-A1, Chrysler MS-6395
Recommended for use in the following applications: GM 6094M, Ford WSS-M2C929-A, Fiat 9.55535-CR1 

Approvals: VW VWC 53035, Jaguar Land Rover STJLR.03.5007
Meets or exceeds the following requirements: ACEA A5/B5, ACEA C2, Ford WSS-M2C950-A

Meets or exceeds the following requirements: API SN, ACEA C5, Ford WSS-M2C948-B 

Mobil Super™ 3000 Formula OV 0W-20
is a high performance, low ash engine oil formulated to provide long engine life for modern gasoline
and diesel vehicles equipped with exhaust gas after-treatment systems (e.g. catalysts, particle 
filters) and requiring a low viscosity oil to achieve fuel economy. This product has been specifically 
designed to meet 0W-20 grade recommendations from multiple OEMs.

Mobil Super™ 3000 Formula P 0W-20
is a new generation low ash–low viscosity high performance engine oil.

Mobil Super™ 3000 Formula P 0W-30
is a low ash, high performance engine oil designed to help prolong the life and maintain the 
efficiency of car exhaust emission reduction systems in both diesel and gasoline powered 
automobiles, and bring fuel economy benefits when switching from higher 5W30 viscosity oils.

Mobil Super™ 3000 Formula P 5W-30
is a high performance, low ash engine oil designed to help prolong engine life and maintain the
efficiency of the exhaust emission reductions systems in both diesel and gasoline powered 
passenger cars, light commercial vehicles and vans. This product is recommended for use in a 
wide range of European cars and lightduty commercial vehicles which need to meet or exceed 
requirements of ACEA C2.

Mobil Super™ 3000 Formula R 5W-30
is high-performance, low ash engine oil designed to help prolong engine life and maintain the
efficiency of the exhaust emission reduction systems in both diesel and gasoline powered 
passenger cars, light commercial vehicles and vans. This product is recommended for use in 
Renault vehicles requiring RN0720 and a wide range of European cars and light-duty commercial 
vehicles which need to meet or exceed requirements of ACEA C4.

Mobil Super™ 3000 Formula RN 0W-20
is a new generation low ash–low viscosity engine oil formulated for the specific needs of Renault
most recent gasoline & Diesel vehicles. Mobil Super™ 3000 Formula RN 0W-20 high protection
engine oil holds RENAULT RN17 FE approval.
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Approvals: MB 229.71, GM dexos™D
Meets or exceeds the following requirements: API SP, ACEA C5/ACEA C6, Ford WSS-M2C952-A1
Recommended for use in the following applications: Opel OV 040 1547A20

Approvals: PSA B71 2010
Meets or exceeds the following requirements: ACEA C5
Recommended for use in the following applications: Fiat 9.55535DM1/DSX

Meets or exceeds the following requirements: ACEA C2
Recommended for use in the following applications: PSA B71 2312/B71 2302,
Stellantis FPW9.55535DH1, Fiat 9.55535-GS1/DS1

Meets or exceeds the following requirements: ACEA C2
Recommended for use in the following applications: PSA B71 2290, Fiat 9.55535S1

Approvals: MB 226.51, Renault RN 0720
Meets or exceeds the following requirements: ACEA C4
Recommended for use in the following applications: Fiat 9.55535-S4

Approvals: Renault RN 17 FE
Meets or exceeds the following requirements: API SN, ACEA C5
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Mobil Super™ 3000 Formula RN 5W-30
is a synthetic high-performance low ash engine oil developed to meet RN17, Renault‘s latest 
specification for modern gasoline and diesel vehicles. It is particularly suited to help prolong the 
life and maintain the efficiency of particulate filters and catalytic converters found on diesel and 
gasoline vehicles put into circulation since mid 2018 to respond to European latest emissions 
regulation.

Mobil Super™ 3000 Formula V 0W-20
is a high performance grade engine oil formulated to provide long engine life for modern gasoline
and diesel vehicles equipped with After Treatment Systems (e.g. DPF) and requiring a low viscosity 
oil to achieve enhanced fuel economy. It is suitable for modern high efficiency gasoline, diesel and 
hybrid cars from Volkswagen as well as for Japanese and Korean vehicles that specifically call for a 
SAE 0W-20 viscosity grade and any of the specifications the oil supports.

Mobil Super™ 3000 Formula V 0W-30
is a low ash, high performance engine oil for diesel and gasoline powered European vehicles, 
designed for extended drain protection and to help maintain the efficiency of car Emission 
Reduction Systems. This engine oil has been developed specifically for servicing VAG vehicles 
(VW, Audi, Porsche).

Mobil Super™ 3000 Formula V 5W-30
is a high performance, low ash engine oil designed to meet the demanding requirements of 
extended service life whilst still contributing to superior engine cleanliness. Mobil Super™ 3000 
Formula V5W-30 delivers excellent high and low temperature performance, provides wear-
protection and improved engine cleanliness. This product is recommended for use in Volkswagen 
vehicles and a wide range of European cars and light-duty commercial vehicles such as BMW, 
Mercedes with oil specifications built on the ACEA C3 industry baseline.

Mobil Super™ 3000 Formula VC 0W-20
is a high-performance engine oil designed to meet the Volvo Car Corporation specification VCC
RBS0-2AE 0W-20. It is a low ash engine oil with High Temperature High Shear (HTHS) viscosity
over 2.75 cP.

Mobil Super™ 3000 Formula VC 0W-30
is a high performance full SAPS engine oil specifically designed for servicing modern gasoline, diesel 
and hybrid cars from the Volvo Cars Group.

Mobil Super™ Product Line
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Approvals: Renault RN 17, MB 226.52
Meets or exceeds the following requirements: ACEA C3

Approvals: VW 508 00/509 00, Porsche C20
Meets or exceeds the following requirements: API SP, ACEA C5, ACEA C6, ILSAC GF-6A

Approvals: VW 504 00/507 00, Porsche C30, MB 229.31/229.51, BMW LL-04
Meets or exceeds the following requirements: ACEA C3

Approvals: VW 504 00/507 00, Porsche C30, BMW LL-04, MB 229.51
Meets or exceeds the following requirements: API SQ, ACEA C3

Approvals: Volvo RBSO-2AE
Meets or exceeds the following requirements: API SP, ACEA C5

Approvals: Volvo VCC95200377
Meets or exceeds the following requirements: API SQ, ACEA A5/B5, ACEA A7/B7

Mobil Super™ 3000 x1 5W-40
is a fully synthetic engine oil that provides long engine life for many types and ages of vehicles with
enhanced protection over a wide temperature range. ExxonMobil recommends Mobil Super™ 3000
x1 5W-40 if you regularly experience demanding conditions where it can help combat the damage
caused by frequent high engine stress.

Mobil Super™ 3000 x1 Formula FE 5W-30
provides long engine life with enhanced protection over a wide temperature range for many 
types and ages of vehicles including passenger cars, light commercial vehicles and vans.

Mobil Super™ 3000 XE 5W-30
is a high performance, low ash engine oil designed to help prolong engine life and maintain 
the efficiency of the exhaust emission reduction systems in both diesel and gasoline powered 
passenger cars, light commercial vehicles and vans. This product is recommended for use in 
Mercedes vehicles and a wide range of European cars and light-duty commercial vehicles with 
oil specifications built on the ACEA C3 and/or API SN industry baseline.

Mobil Super™ 3000 XE1 5W-30
is an advanced synthetic technology low ash engine oil designed to help prolong the life and 
maintain the efficiency of the Exhaust Car Emission Reduction Systems in both diesel and gasoline 
powered automobiles. It helps maintain the efficiency of the Exhaust Emission Reduction systems 
in both diesel and gasoline vehicles and permits extended operation at elevated temperatures 
without oxidative oil thickening and oil breakdown. The product provides excellent fluidity at low 
temperatures and rapid oil circulation around the engine.

Mobil Super™ 2000 Formula P 10W-40
The Mobil Super™ 2000 range of lubricants are enhanced-premium semi-synthetic engine oils,
designed to provide an excellent level of protection and performance.

Mobil Super™ 2000 x1 5W-30
is a synthetic technology engine oil that provides everyday protection against sludge and wear to
ensure long engine life.
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Approvals: MB 229.3, VW 502 00/505 00, Porsche A40, Renault RN 0710/0700
Meets or exceeds the following requirements: API SQ, ACEA A3/B4
Recommended for use in the following applications: API CF, Fiat 9.55535G2/M2, PSA B71 2296

Approvals: Jaguar Land Rover STJLR 03.5003, VW VWC 53036
Meets or exceeds the following requirements: API SQ, ACEA A5/B5, Ford WSS-M2C913-D 
Recommended for use in the following applications: API CF

Approvals: GM dexos™2, MB 229.31/229.51/229.52, VW 505 00/505 01
Meets or exceeds the following requirements: API SN, ACEA C3
Recommended for use in the following applications: API CF, GM LL-A-025/B-025, Ford WSS-M2C917-A 

Approvals: MB 229.31/229.51/229.52
Meets or exceeds the following requirements: API SP, ACEA C3, ILSAC GF-6A
Recommended for use in the following applications: BMW LL-01, OV 040 1547 - G30/D30, Fiat 9.55535-S1

Meets or exceeds the following requirements: API SN Plus, ACEA A3/B4
Recommended for use in the following applications: API CF, MB 229.1, PSA B71 2300

Approvals: VW 502 00/505 00
Meets or exceeds the following requirements: API SL, ACEA A3/B4
Recommended for use in the following applications: API CF, MB 229.1
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Mobil Super™ 2000 x1 10W-40
is formulated for city driving conditions in both gasoline and Diesel vehicles. It is suitable for 
passenger cars, light commercial vehicles, and vans across a wide range of temperatures. 
This oil provides good wear protection and maintains engine cleanliness, helping to extend 
the life of your engine.

Mobil Super™ 1000 x1 15W-40
is a premium conventional motor oil that provides long engine life.

Mobil Super™ EVERYDAY PROTECTION C3 5W-30
is a high-quality engine oil that provides wear protection to ensure a long engine life for various
types and ages of gasoline and diesel vehicles equipped with particulate filters or catalytic 
converters.

Mobil Super™ EVERYDAY PROTECTION 5W-40
is a high quality engine oil that provides long life for gasoline & diesel engines for vehicles of all ages.

Mobil 1™ Racing 2T
is an advanced performance, full synthetic, two-stroke engine oil developed to meet or exceed the 
highest level of lubricant requirements by today‘s highest performance motorcycles, snowmobiles 
and lean oil/fuel ratio chain saws and other two-stroke applications.

Mobil 1™ Racing 4T 15W-50
is an advanced four-stroke motorcycle engine oil. This product helps to provide an outstanding level 
of performance in today‘s high performance motorcycles. It will help keep 4-stroke engines running 
clean protecting even in extreme operating conditions.

Mobil Super™ Product Line Mobil™ Motorcycle Lubricants

12 x 1 L
4 x 5 L

Mobil Boxx
20 L

208 L
1000 L

Bulk

12 x 1 L
4 x 5 L
208 L

12 x 1 L
208 L

12 x 1 L
4 x 5 L
208 L

12 x 1 L

12 x 1 L
4 x 4 L

157304
151187
153732
150016
150015
151020
150014

157306
157307
150024

158017
158018

157963
157965
157964

157371

157313
157314

5407008071066
5055107436899
5425037865432
5055107432198
5055107432181
5055107435878

5407008071080
5407008071097
5055107432266

5407008075613
5407008075620

5407008075132
5407008075156
5407008075149

5407008071158

5407008071189
5407008071196

Approvals: VW 501 01/505 00
Meets or exceeds the following requirements: API SQ
Recommended for use in the following applications: API CF, ACEA A3/B3, MB 229.1

Approvals: VW 501 01/505 00
Meets or exceeds the following requirements: API SP
Recommended for use in the following applications: API CF, ACEA A3/B3, MB 229.1

Meets or exceeds the following requirements: API SN Plus, ACEA C3

Meets or exceeds the following requirements: API SN, ACEA A3/B3, ACEA A3/B4
Recommended for use in the following applications: API CF/CF-4/CG-4 

Meets or exceeds the following requirements: API TC, ISO-L-EGC/ISO-L-EGD, JASO FC/FD,
SAE Grade 1/Grade 2

Meets or exceeds the following requirements: API SN, JASO MA/MA2
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Notes

At the top with
top performance.
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The information contained herein applies to the products made on the date of edition 
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ExxonMobil representative or refer to online Product Data Sheet.
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